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Shandong Mingcheng Chemical Engineering Co., Ltd.

Please fill out the following form and fax it to us. If you have any requirements, please do not hesitate to contact the company. 
Tel: 0531-83729988         Website: www.sd-ms.cn
Fax: 0531-83729988         E-mail：yuanheyuanming@163.com
	Original data of flue gas denitration design

	1、Customer Profile

	Name of company
	

	Name of project
	

	Address

	Contact
	
	Cell phone
	

	Telephone
	
	Fax
	

	Email
	
	Others
	

	2、Process Selection

	Denitration process
	1. Selective catalytic reduction (SCR); 
2. Selective non- catalytic reduction (SNCR)

3. SCR/SNCR combination 4. Others （              ）

	3、Parameters of coal, boiler and flue gas

	Parameters of coal
	Place of origin
	
	

	
	Nitrogen content in as-fired basis
	%
	

	
	Others
	
	

	Parameters of boiler
	Model
	
	

	
	Evaporation rate (Nominal/max.)
	t/h
	

	
	Qty
	Pcs
	

	
	Operation information
	□Full Operation □Backup
	One for full operation and one for backup

	
	Coal consumption of single boiler
	t/h
	

	
	Boiler combustion peroxide coefficient
	
	

	
	Furnace temperature
	℃
	

	
	Heat capacity of boiler
	W/m3
	

	
	Boiler equivalent diameter
	m
	

	Original exhaust parameters of fuel gas (nominal load)
	Fuel gas flow of single boiler
	□Nm3/h · □m3/h
	

	
	Exhaust temperature (economizer outlet)
	℃
	

	
	NOX concentration (economizer outlet)
	mg/Nm3
	

	
	Fume concentration (economizer outlet)
	mg/Nm3
	

	
	Air pressure  (economizer outlet)
	Pa
	

	4、Flue gas parameters of non-coal fired boiler

	Original exhaust parameters of fuel gas (nominal load)


	Total flue gas flow
	□Nm3/h · □m3/h
	

	
	Exhaust temperature
	℃
	

	
	NOX concentration in untreated flue gas
	mg/Nm3
	

	
	Fume concentration
	mg/Nm3
	

	
	
	
	

	5、Technical indicators required by customer 

	Main technical requirements 
	NOX emission concentration
	mg/Nm3
	

	
	Others
	
	

	6、Investment & operation parameters

	Nitrate removal agent
	Source of ammonia
	□Outsourcing □Self production
	

	
	Concentration 
	%
	

	
	Price
	RMB/t
	

	
	Others
	
	

	Public works
	Electricity charge
	RMB/KW·h
	

	
	Water charge
	RMB/t
	

	
	Steam condition and cost
	MPa, RMB/t
	

	
	Labor cost
	RMB0000/year
	

	
	Others
	
	

	7、Drawings for Denitration

	Factory layout drawing
	Provided by customer

	Boiler temperature distribution diagram
	


Company:
Filled by (signature):
Date:
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